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subchapter. When transported aboard cargo- 
only aircraft, packages containing primary 
lithium batteries and cells transported in ac-
cordance with Special Provision A45 of the 
ICAO Technical Instructions must be 
marked ‘‘PRIMARY LITHIUM BAT-
TERIES—FORBIDDEN FOR TRANSPORT 
ABOARD PASSENGER AIRCRAFT’’ or 
‘‘LITHIUM METAL BATTERIES—FORBID-
DEN FOR TRANSPORT ABOARD PAS-
SENGER AIRCRAFT.’’ This marking is not 
required on packages that contain 5 kg (11 
pounds) net weight or less of primary lith-
ium batteries or cells that are contained in 
or packed with equipment. 

* * * * * 

2. At 72 FR 55097, Sept. 28, 2007, § 171.24 was 
amended by revising (a)(2), effective Oct. 1, 
2008. For the convenience of the user, the re-
vised text is set forth as follows: 

§ 171.12 North American Shipments. 
(a) * * * 
(2) General packaging requirements. When 

the provisions of this subchapter require a 
DOT specification or UN standard packaging 
to be used for transporting a hazardous ma-
terial, a packaging authorized by the Trans-
port Canada TDG Regulations may be used, 
subject to the limitations of this part, and 
only if it is equivalent to the corresponding 
DOT specification or UN packaging (see 
§ 173.24(d)(2) of this subchapter) authorized by 
this subchapter. 

* * * * * 

§ 171.25 Additional requirements for 
the use of the IMDG Code. 

(a) A hazardous material may be of-
fered for transportation or transported 
to, from or within the United States by 
vessel, and by motor carrier and rail in 
accordance with the IMDG Code (IBR, 
see § 171.7), as authorized in § 171.22, 
provided all or part of the movement is 
by vessel. Such shipments must con-
form to the requirements in § 171.22, as 
applicable, and this section. 

(b) Any person who offers for trans-
portation or transports a hazardous 
material in accordance with the IMDG 
Code must conform to the following ad-
ditional conditions and requirements: 

(1) Unless otherwise excepted, a ship-
ment must conform to the require-
ments in part 176 of this subchapter. 
For transportation by rail or highway 
prior to or subsequent to transpor-
tation by vessel, a shipment must con-
form to the applicable requirements of 

parts 174 and 177 respectively, of this 
subchapter, and the motor vehicle or 
rail car must be placarded in accord-
ance with subpart F of part 172 of this 
subpart. When a hazardous material 
regulated by this subchapter for trans-
portation by highway is transported by 
motor vehicle on a public highway 
under the provisions of this subpart, 
the segregation requirements of Part 7, 
Chapter 2 of the IMDG Code are au-
thorized. 

(2) The stowage and segregation re-
quirements in Part 7 of the IMDG Code 
may be substituted for the stowage and 
segregation requirements in part 176 of 
this subchapter. 

(c) Conditions and requirements for 
bulk packagings. Except for IBCs and 
UN portable tanks used for the trans-
portation of liquids or solids, bulk 
packagings must conform to the re-
quirements of this subchapter. Addi-
tionally, the following requirements 
apply: 

(1) UN portable tanks must conform 
to the requirements in Special Provi-
sions TP37, TP38, TP44 and TP45 when 
applicable, and any applicable bulk 
special provisions assigned to the haz-
ardous material in the Hazardous Ma-
terials Table in § 172.101 of this sub-
chapter; 

(2) IMO Type 5 portable tanks must 
conform to DOT Specification 51 or UN 
portable tank requirements, unless spe-
cifically authorized in this subchapter 
or approved by the Associate Adminis-
trator; 

(3) Except as specified in this sub-
part, for a material poisonous (toxic) 
by inhalation, the T Codes specified in 
Column 13 of the Dangerous Goods List 
in the IMDG Code may be applied to 
the transportation of those materials 
in IM, IMO and DOT Specification 51 
portable tanks, when these portable 
tanks are authorized in accordance 
with the requirements of this sub-
chapter; and 

(4) No person may offer an IM or UN 
portable tank containing liquid haz-
ardous materials of Class 3, PG I or II, 
or PG III with a flash point less than 
100 °F (38 °C); Division 5.1, PG I or II; or 
Division 6.1, PG I or II, for unloading 
while it remains on a transport vehicle 
with the motive power unit attached, 
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